1. Surface of door where exit device is to be applied must be flush.
2. See master sheet for areas requiring reinforcements.
3. See strike template for top and bottom strikes.
4. We recommend that all tapped holes be drilled and tapped in field.
5. Tolerance on all dimensions ± 1/64".

**General Notes:**
- Lock stile is 4-1/2" wide or wider.
- If lock stile is under 4-1/2" wide, dim is 1/2 of stile.
- Inside face of door.
- Stop height and door clearance (see illustration).
- This dimension will vary.
- Locate drill & tap these holes when applying hardware to door.
- If lever handle trim is used, a 2-1/8" dia. thru hole is required.
- If flat strikes are used, dim "D" is 15/16".
- If threshold strike is used, dim "D" is 3/16".

**Dimensions:**
- Ins. 5/16" (ANSI 161 cut out).
- 9-1/16" from finish floor.
- 41" from finish floor.
- 40 5/16" when using.
- Top strike.
- 11/16" for monitor strike (see note #3).
- #10-24 tapped holes.
- 1-17/32".
- 6-11/32".
- 3-11/32".
- 1-3/8".
- 1-5/8".
- 11/16".
- 1-1/8".
- 1-6/8".
- 1-1/8".
- 2-1/4".
- 2-1/4".
- 2-1/8".
- 2-1/8".

**Diagram Notes:**
- "D" dimension.
- "1/8" reference.

**Version Date:**
- APR 16 2012

**Manufacturer:**
- Cal-Royal Products, Inc.